
 

Chelsea PTO Applications Catalog

Pro Gear Chelsea PTO Applications Catalog to assist with technical information for your Chelsea 
Power Take Off unit. 

If you need any assistance identifying the correct Power Take Off unit for your truck and equipment, 
contact your Chelsea replacement part specialists at Pro Gear and Transmission. 

Pro Gear stocks every part for your Parker Chelsea PTO including: PTO housings, mounts, drive-
shafts, gears, bearings, gaskets, cable shift cover assembly, post and plate assembly, brackets, 
stud kits, seal kits, lever control assembly, air shift cover assembly, direct mount pump conversion 
kits, stud kits including English and metric references, CAT D&H parts and much more. 

Pro Gear Transmission has same day shipping and 1000’s of products in stock and ready to ship 
internationally for your next project. 

For parts or service contact the Chelsea specialists at Pro Gear & Transmission, Inc. 

1 (877) 776-4600 
(407) 872-1901
parts@eprogear.com

https://www.progearandtransmission.com/
https://www.pgttruckparts.com/
https://www.pgttruckparts.com
mailto:parts@eprogear.com
https://www.rebuiltchelseapto.com


Parker lchelsea ENGINEERING YOUR SUCCESS. 



LL WARNING - User Responsibility 

FAILURE OR IMPROPER SELECTION OR IMPROPER USE OF THE PRODUCTS DESCRIBED HEREIN OR RELATED ITEMS CAN CAUSE DEATH, PERSONAL INJURY AND 
PROPERTY DAMAGE. 

This document and other information from Parker-Hann~in Corporation, ijs subsidiaries and authorized distributors provide product or system options for further investigation by users 
having technical expertise. 

The user, through its own analysis and testing, is solely responsible for making the final selection of the system and components and assuring that all performance, endurance, maintenance, 
safety and warning requirements of the application are met. The user must analyze all aspects of the application, follow applicable industry standards, and follow the information concerning 
the product in the current product catalog and in any other materials provided from Parker or its subsidiaries or authorized distributors. 

To the extent that Parker or its subsidiaries or authorized distributors provide component or system options based upon data or specifications provided by the user, the user is responsible 
for determining that such data and specifications are suitable and sufficient for all applications and reasonably foreseeable uses of the components or systems. 

Offer of Sale 

The items described in this document are hereby offered for sale by Parker Hannifin Corporation, its subsidiaries or its authorized distributors. This offer and its acceptance are governed 
by the provisions stated in the "Offer of Sale". 

© Copyright 2018, Parker Hannifin Corporation, All Rights Reserved 



MERITOR/ROCKWELL TRANSMISSION INDEX 

PTO Number Teeth in 

Transmission Make and Model Appl. Forward PT 0 

Number Speeds Driver 

M-13212A-A13 (Rear Mount PTO) ZFM-5 12 cs 
M-13212A-A14 (Rear Mount PTO) ZFM-5 12 cs 
M-14F10A-E14 RKW-1 10 R45-B45 

M-14F10A-M16 RKW-1 10 R45-B45 

M-14F10A-S14 RKW-1 10 R45-B45 

M-14F10A-S15 RKW-1 10 R45-B45 

M-14F9A-E14 RKW-1 9 R45-B45 

M-14F9A-S14 RKW-1 9 R45-B45 

M-14G10A-D14 RKW-1 10 R45-B45 

M-14G10A-E14 RKW-1 10 R45-B45 

M-14G10A-E16 RKW-1 10 R45-B45 

M-14G10A-M14 RKW-1 10 R45-B45 

M-14G10A-M16 RKW-1 10 R45-B45 

M-14G10A-S14 RKW-1 10 R45-B45 

M-14G9A-D14 RKW-1 9 R45-B45 

M-14G9A-E14 RKW-1 9 R45-B45 

M-14G9A-M14 RKW-1 9 R45-B45 

M-14G9A-S14 RKW-1 9 R45-B45 

M-14212A-A14 (Rear Mount PTO) ZFM-5 12 cs 
M-15F10A-E15 RKW-1 10 R45-B45 

M-15F10A-S15 RKW-1 10 R45-B45 

M-15G10A-D15 RKW-1 10 R45-B45 

M-15G10A-E15 RKW-1 10 R45-B45 

M-15G10A-M15 RKW-1 10 R45-B45 

M-15G10A-S15 RKW-1 10 R45-B45 

MO-11F10A-S11 RKW-2 10 R45-B45 

MO-11F10C-E11 RKW-4 10 R45-B45 

MO-11F10C-S11 RKW-4 10 R45-B45 

MO-11F9B-E11 RKW-3 9 R45-B45 

MO-11F9B-S11 RKW-3 9 R45-B45 

MO-11G10A-D11 RKW-2 10 R45-B45 

MO-11G10A-E11 RKW-2 10 R45-B45 

MO-11G10A-M11 RKW-2 10 R45-B45 

MO-11G10A-S11 RKW-2 10 R45-B45 

MO-11G10C-D11 RKW-4 10 R45-B45 

MO-11G10C-E11 RKW-4 10 R45-B45 

For transmissions not listed, contact your authorized Chelsea Distributor. 

Transmission PTO Driver & Apertures (Viewed from Rear of Transmission) 
IMPORTANT: See Safety Information L-Left Side R-Right Side B-Bottom Side T-Top Side CS-Countershaft 
in Section 1 of the Chelsea Applications 
catalog HY25-3000/US. 



MERITOR/ROCKWELL TRANSMISSION INDEX 

PTO Number Teeth in 

Transmission Make and Model Appl. Forward PT 0 

Number Speeds Driver 

MO-11 G1 0C-M11 RKW-4 10 R45-845 

MO-11G10C-S11 RKW-4 10 R45-845 

MO-11 G98-D11 RKW-3 9 R45-845 

MO-11G98-E11 RKW-3 9 R45-845 

MO-11G98-M11 RKW-3 9 R45-845 

MO-11G9B-S11 RKW-3 9 R45-845 

MO-12F10A-E12 RKW-2 10 R45-845 

MO-12F10A-S12 RKW-2 10 R45-845 

MO-12F1 0C-E12 RKW-4 10 R45-845 

MO-12F10C-S12 RKW-4 10 R45-845 

MO-12F9A-E12 RKW-2 9 R45-845 

MO-12F9A-S12 RKW-2 9 R45-845 

MO-12F98-E12 RKW-3 9 R45-845 

MO-12F98-S12 RKW-3 9 R45-845 

MO-12G10A-D12 RKW-2 10 R45-845 

MO-12G10A-E12 RKW-2 10 R45-845 

MO-12G10A-M12 RKW-2 10 R45-845 

MO-12G10A-S12 RKW-2 10 R45-845 

MO-12G10C-D12 RKW-4 10 R45-845 

MO-12G10C-E12 RKW-4 10 R45-845 

MO-12G10C-M12 RKW-4 10 R45-845 

MO-12G10C-S12 RKW-4 10 R45-845 

MO-12G9A-D12 RKW-2 9 R45-845 

MO-12G9A-E12 RKW-2 9 R45-845 

MO-12G9A-M12 RKW-2 9 R45-845 

MO-12G9A-S12 RKW-2 9 R45-845 

MO-12G98-D12 RKW-3 9 R45-845 

MO-12G98-E12 RKW-3 9 R45-845 

MO-12G98-M12 RKW-3 9 R45-845 

MO-12G98-S12 RKW-3 9 R45-845 

MO-13F10A-E13 RKW-2 10 R45-845 

MO-13F10A-S13 RKW-2 10 R45-845 

MO-13F10C-E13 RKW-4 10 R45-845 

MO-13F10C-S13 RKW-4 10 R45-845 

MO-13F9A-E13 RKW-2 9 R45-845 

MO-13F9A-S13 RKW-2 9 R45-845 

For transmissions not listed, contact your authorized Chelsea Oistribull1r. 

Transmission PTO Driver & Apertures (Viewed from Rear of Transmission) 
IMPORTANT: See Safety Information L-Left Side R-Right Side B-Bottom Side T-Top Side CS-Countershaft 
in Section 1 of the Chelsea Applications 
catalog HY25-3000/US. 



MERITOR/ROCKWELL TRANSMISSION INDEX 

PTO Number Teeth in 

Transmission Make and Model Appl. Forward PT 0 

Number Speeds Driver 

MO-13F9B-E13 RKW-3 9 R45-B45 

MO-13F9B-S13 RKW-3 9 R45-B45 

MO-13G10A-D13 RKW-2 10 R45-B45 

MO-13G10A-E13 RKW-2 10 R45-B45 

MO-13G10A-M13 RKW-2 10 R45-B45 

MO-13G10A-S13 RKW-2 10 R45-B45 

MO-13G10C-D13 RKW-4 10 R45-B45 

MO-13G10C-E13 RKW-4 10 R45-B45 

MO-13G10C-M13 RKW-4 10 R45-B45 

MO-13G10C-S13 RKW-4 10 R45-B45 

MO-13G9A-D13 RKW-2 9 R45-B45 

MO-13G9A-E13 RKW-2 9 R45-B45 

MO-13G9A-M13 RKW-2 9 R45-B45 

MO-13G9A-S13 RKW-2 9 R45-B45 

MO-13G9B-D13 RKW-3 9 R45-B45 

MO-13G9B-E13 RKW-3 9 R45-B45 

MO-13G9B-M13 RKW-3 9 R45-B45 

MO-13G9B-S13 RKW-3 9 R45-B45 

MO-13212A-A 13 (Rear Mount PTO) ZFM-6 12 cs 
MO-13212A-A14 (Rear Mount PTO) ZFM-6 12 cs 
MO-13216A-A 13 (Rear Mount PTO) ZFM-7 16 cs 
MO-13216A-A14 (Rear Mount PTO) ZFM-7 16 cs 
MO-14F1 0A-E14 RKW-2 10 R45-B45 

MO-14F10A-E16 RKW-2 10 R45-B45 

MO-14F10A-M16 RKW-2 10 R45-B45 

MO-14F1 0A-S14 RKW-2 10 R45-B45 

MO-14F10A-S16 RKW-2 10 R45-B45 

MO-14F1 0C-E14 RKW-4 10 R45-B45 

MO-14F10C-E16 RKW-4 10 R45-B45 

MO-14F1 0C-M16 RKW-4 10 R45-B45 

MO-14F1 0C-S14 RKW-4 10 R45-B45 

MO-14F10C-S16 RKW-4 10 R45-B45 

MO-14F9A-E14 RKW-2 9 R45-B45 

MO-14F9A-S14 RKW-2 9 R45-B45 

MO-14F9B-E14 RKW-3 9 R45-B45 

MO-14F9B-S14 RKW-3 9 R45-B45 

For transmissions not listed, contact your authorized Chelsea Distributor. 

Transmission PTO Driver & Apertures (Viewed from Rear of Transmission) 
IMPORTANT: See Safety Information L-Left Side R-Right Side B-Bottom Side T-Top Side CS-Countershaft 
in Section 1 of the Chelsea Applications 
catalog HY25-3000/US. 



MERITOR/ROCKWELL TRANSMISSION INDEX 

PTO Number Teeth in 

Transmission Make and Model Appl. Forward PT 0 

Number Speeds Driver 

MO-14G10A-D14 RKW-2 10 R45-845 

MO-14G10A-E14 RKW-2 10 R45-845 

MO-14G10A-E16 RKW-2 10 R45-845 

MO-14G10A-M14 RKW-2 10 R45-845 

MO-14G10A-M16 RKW-2 10 R45-845 

MO-14G10A-S14 RKW-2 10 R45-845 

MO-14G10A-S16 RKW-2 10 R45-845 

MO-14G10C-D14 RKW-4 10 R45-845 

MO-14G10C-E14 RKW-4 10 R45-845 

MO-14G10C-E16 RKW-4 10 R45-845 

MO-14G10C-M14 RKW-4 10 R45-845 

MO-14G10C-M16 RKW-4 10 R45-845 

MO-14G10C-S14 RKW-4 10 R45-845 

MO-14G10C-S16 RKW-4 10 R45-845 

MO-14G9A-D14 RKW-2 9 R45-845 

MO-14G9A-E14 RKW-2 9 R45-845 

MO-14G9A-M14 RKW-2 9 R45-845 

MO-14G9A-S14 RKW-2 9 R45-845 

MO-14G98-D14 RKW-3 9 R45-845 

MO-14G98-E14 RKW-3 9 R45-845 

MO-14G98-M14 RKW-3 9 R45-845 

MO-14G98-S14 RKW-3 9 R45-845 

MO-14212A-A14 (Rear Mount PTO) ZFM-6 12 cs 
MO-14212A-A16 (Rear Mount PTO) ZFM-6 12 cs 
MO-14216A-A14 (Rear Mount PTO) ZFM-7 16 cs 
MO-14216A-A16 (Rear Mount PTO) ZFM-7 16 cs 
MO-15F10A-E15 RKW-2 10 R45-845 

MO-15F10A-S15 RKW-2 10 R45-845 

MO-15F10C-E15 RKW-4 10 R45-845 

MO-15F10C-S15 RKW-4 10 R45-845 

MO-15F98-E15 RKW-3 9 R45-845 

MO-15F98-S15 RKW-3 9 R45-845 

MO-15G10A-D15 RKW-2 10 R45-845 

MO-15G10A-E15 RKW-2 10 R45-845 

MO-15G10A-M15 RKW-2 10 R45-845 

MO-15G10A-S15 RKW-2 10 R45-845 

For transmissions not listed, contact your authorized Chelsea Oistribull1r. 

Transmission PTO Driver & Apertures (Viewed from Rear of Transmission) 
IMPORTANT: See Safety Information L-Left Side R-Right Side B-Bottom Side T-Top Side CS-Countershaft 
in Section 1 of the Chelsea Applications 
catalog HY25-3000/US. 



MERITOR/ROCKWELL TRANSMISSION INDEX 

PTO Number Teeth in 

Transmission Make and Model Appl. Forward PT 0 

Number Speeds Driver 

MO-15G10C-D15 RKW-4 10 R45-B45 

MO-15G10C-E15 RKW-4 10 R45-B45 

MO-15G10C-M15 RKW-4 10 R45-B45 

MO-15G10C-S15 RKW-4 10 R45-B45 

MO-15G9B-D15 RKW-3 9 R45-B45 

MO-15G9B-E15 RKW-3 9 R45-B45 

MO-15G9B-M15 RKW-3 9 R45-B45 

MO-15G9B-S15 RKW-3 9 R45-B45 

MO-15212A-A 15 (Rear Mount PTO) ZFM-6 12 cs 
MO-15212A-A 16 (Rear Mount PTO) ZFM-6 12 cs 
MO-15216A-A 15 (Rear Mount PTO) ZFM-7 16 cs 
MO-15216A-A 16 (Rear Mount PTO) ZFM-7 16 cs 
MO-16F10A-E16 RKW-2 10 R45-B45 

MO-16F10A-S16 RKW-2 10 R45-B45 

MO-16F10C-E16 RKW-4 10 R45-B45 

MO-16F10C-E18 RKW-4 10 R45-B45 

MO-16F10C-M18 RKW-4 10 R45-B45 

MO-16F10C-S16 RKW-4 10 R45-B45 

MO-16F10C-S18 RKW-4 10 R45-B45 

MO-16G10A-D16 RKW-2 10 R45-B45 

MO-16G10A-E16 RKW-2 10 R45-B45 

MO-16G10A-M16 RKW-2 10 R45-B45 

MO-16G10A-S16 RKW-2 10 R45-B45 

MO-16G10C-D16 RKW-4 10 R45-B45 

MO-16G10C-E16 RKW-4 10 R45-B45 

MO-16G10C-E18 RKW-4 10 R45-B45 

MO-16G10C-M16 RKW-4 10 R45-B45 

MO-16G10C-M18 RKW-4 10 R45-B45 

MO-16G10C-S16 RKW-4 10 R45-B45 

MO-16G10C-S18 RKW-4 10 R45-B45 

MO-16212A-A16 (Rear Mount PTO) ZFM-6 12 cs 
MO-16216A-A16 (Rear Mount PTO) ZFM-7 16 cs 
RD10-145A RKW-1 10 R45-B45 

RE10-115A RKW-1 10 R45-B45 

RE10-125A RKW-1 10 R45-B45 

RE10-135A RKW-1 10 R45-B45 

For transmissions not listed, contact your authorized Chelsea Distributor. 

Transmission PTO Driver & Apertures (Viewed from Rear of Transmission) 
IMPORTANT: See Safety Information L-Left Side R-Right Side B-Bottom Side T-Top Side CS-Countershaft 
in Section 1 of the Chelsea Applications 
catalog HY25-3000/US. 



MERITOR/ROCKWELL TRANSMISSION INDEX 

PTO Number Teeth in 

Transmission Make and Model Appl. Forward PT 0 

Number Speeds Driver 

RE10-145A RKW-1 10 R45-845 

RE10-155A RKW-1 10 R45-845 

RE9-115A RKW-1 9 R45-845 

RE9-125A RKW-1 9 R45-845 

RE9-135A RKW-1 9 R45-845 

RE9-145A RKW-1 9 R45-845 

RE9-155A RKW-1 9 R45-845 

REO9-1158 RKW-3 9 R45-845 

REO9-125A RKW-2 9 R45-845 

REO9-1258 RKW-3 9 R45-845 

REO9-135A RKW-2 9 R45-845 

REO9-1358 RKW-3 9 R45-845 

REO9-145A RKW-2 9 R45-845 

REO9-1458 RKW-3 9 R45-845 

REO9-1558 RKW-3 9 R45-845 

REX10-115A RKW-2 10 R45-845 

REX10-115C RKW-4 10 R45-845 

REX10-125A RKW-2 10 R45-845 

REX10-125C RKW-4 10 R45-845 

REX10-135A RKW-2 10 R45-845 

REX10-135C RKW-4 10 R45-845 

REX10-145A RKW-2 10 R45-845 

REX10-145C RKW-4 10 R45-845 

REX10-155A RKW-2 10 R45-845 

REX10-155C RKW-4 10 R45-845 

REX10-165A RKW-2 10 R45-845 

REX10-165C RKW-4 10 R45-845 

REX9-1158 RKW-3 9 R45-845 

REX9-115R RKW-3 9 R45-845 

REX9-125A RKW-2 9 R45-845 

REX9-1258 RKW-3 9 R45-845 

REX9-125R RKW-3 9 R45-845 

REX9-135A RKW-2 9 R45-845 

REX9-1358 RKW-3 9 R45-845 

REX9-135R RKW-3 9 R45-845 

REX9-145A RKW-2 9 R45-845 

For transmissions not listed, contact your authorized Chelsea Oistribull1r. 

Transmission PTO Driver & Apertures (Viewed from Rear of Transmission) 
IMPORTANT: See Safety Information L-Left Side R-Right Side B-Bottom Side T-Top Side CS-Countershaft 
in Section 1 of the Chelsea Applications 
catalog HY25-3000/US. 



MERITOR/ROCKWELL TRANSMISSION INDEX 

PTO Number Teeth in 

Transmission Make and Model Appl. Forward PT 0 

Number Speeds Driver 

REX9-1458 RKW-3 9 R45-845 

REX9-145R RKW-3 9 R45-845 

REX9-1558 RKW-3 9 R45-845 

RM10-115A RKW-1 10 R45-845 

RM10-125A RKW-1 10 R45-845 

RM10-135A RKW-1 10 R45-845 

RM10-145A RKW-1 10 R45-845 

RM10-155A RKW-1 10 R45-845 

RM9-115A RKW-1 9 R45-B45 

RM9-125A RKW-1 9 R45-845 

RM9-135A RKW-1 9 R45-B45 

RM9-145A RKW-1 9 R45-845 

RM9-155A RKW-1 9 R45-B45 

RMO13-145A RKW-1 13 R45-845 

RMO9-115A RKW-2 9 R45-845 

RMO9-1158 RKW-3 9 R45-845 

RMO9-125A RKW-2 9 R45-845 

RMO9-1258 RKW-3 9 R45-845 

RMO9-135A RKW-2 9 R45-B45 

RMO9-1358 RKW-3 9 R45-845 

RMO9-145A RKW-2 9 R45-845 

RMO9-1458 RKW-3 9 R45-845 

RMO9-1558 RKW-3 9 R45-845 

RMX10-115A RKW-2 10 R45-845 

RMX10-115C RKW-4 10 R45-845 

RMX10-125A RKW-2 10 R45-845 

RMX10-125C RKW-4 10 R45-845 

RMX10-135A RKW-2 10 R45-845 

RMX10-135C RKW-4 10 R45-845 

RMX10-145A RKW-2 10 R45-845 

RMX10-145C RKW-4 10 R45-845 

RMX10-155A RKW-2 10 R45-845 

RMX10-155C RKW-4 10 R45-845 

RMX10-165A RKW-2 10 R45-845 

RMX10-165C RKW-4 10 R45-845 

RMX9-1158 RKW-3 9 R45-845 

For transmissions not listed, contact your authorized Chelsea Distributor. 

Transmission PTO Driver & Apertures (Viewed from Rear of Transmission) 
IMPORTANT: See Safety Information L-Left Side R-Right Side B-Bottom Side T-Top Side CS-Countershaft 
in Section 1 of the Chelsea Applications 
catalog HY25-3000/US. 



MERITOR/ROCKWELL TRANSMISSION INDEX 

PTO Number Teeth in 

Transmission Make and Model Appl. Forward PT 0 

Number Speeds Driver 

RMX9-115R RKW-2 9 R45-845 

RMX9-125A RKW-2 9 R45-845 

RMX9-1258 RKW-3 9 R45-845 

RMX9-125R RKW-2 9 R45-845 

RMX9-135A RKW-2 9 R45-845 

RMX9-1358 RKW-3 9 R45-845 

RMX9-135R RKW-2 9 R45-845 

RMX9-145A RKW-2 9 R45-845 

RMX9-1458 RKW-3 9 R45-845 

RMX9-145R RKW-2 9 R45-845 

RMX9-1558 RKW-3 9 R45-845 

RS10-115A RKW-1 10 R45-845 

RS10-125A RKW-1 10 R45-845 

RS10-135A RKW-1 10 R45-845 

RS10-145A RKW-1 10 R45-845 

RS10-155A RKW-1 10 R45-845 

RS9-115A RKW-1 9 R45-845 

RS9-125A RKW-1 9 R45-845 

RS9-135A RKW-1 9 R45-845 

RS9-145A RKW-1 9 R45-845 

RS9-155A RKW-1 9 R45-845 

RSO9-1158 RKW-3 9 R45-845 

RSO9-1258 RKW-3 9 R45-845 

RSO9-1358 RKW-3 9 R45-845 

RSO9-1458 RKW-3 9 R45-845 

RSO9-1558 RKW-3 9 R45-845 

RSX10-115A RKW-2 10 R45-845 

RSX10-115C RKW-4 10 R45-845 

RSX10-125A RKW-2 10 R45-845 

RSX10-125C RKW-4 10 R45-845 

RSX10-135A RKW-2 10 R45-845 

RSX10-135C RKW-4 10 R45-845 

RSX10-145A RKW-2 10 R45-845 

RSX10-145C RKW-4 10 R45-845 

RSX10-155A RKW-2 10 R45-845 

RSX10-155C RKW-4 10 R45-845 

For transmissions not listed, contact your authorized Chelsea Oistribull1r. 

Transmission PTO Driver & Apertures (Viewed from Rear of Transmission) 
IMPORTANT: See Safety Information L-Left Side R-Right Side B-Bottom Side T-Top Side CS-Countershaft 
in Section 1 of the Chelsea Applications 
catalog HY25-3000/US. 



   
     

 

        

    

MERITOR/ROCKWELL TRANSMISSION INDEX 

PTO Number Teeth in 

Transmission Make and Model Appl. Forward PT 0 

Number Speeds Driver 

RSX10-165A RKW-2 10 R45-B45 

RSX10-165C RKW-4 10 R45-B45 

RSX9-115B RKW-3 9 R45-B45 

RSX9-115C RKW-3 9 R45-B45 

RSX9-115R RKW-3 9 R45-B45 

RSX9-125A RKW-2 9 R45-B45 

RSX9-125B RKW-3 9 R45-B45 

RSX9-125C RKW-3 9 R45-B45 

RSX9-125R RKW-2 9 R45-B45 

RSX9-135A RKW-2 9 R45-B45 

RSX9-135B RKW-3 9 R45-B45 

RSX9-135C RKW-3 9 R45-B45 

RSX9-135R RKW-2 9 R45-B45 

RSX9-145A RKW-2 9 R45-B45 

RSX9-145B RKW-3 9 R45-B45 

RSX9-145C RKW-3 9 R45-B45 

RSX9-145R RKW-2 9 R45-B45 

RSX9-155B RKW-3 9 R45-B45 

RSX9-155C RKW-3 9 R45-B45 

RSX9-165C RKW-3 9 R45-B45 

For transmissions not listed, contact your authorized Chelsea Distributor. 

Transmission PTO Driver & Apertures (Viewed from Rear of Transmission) 
IMPORTANT: See Safety Information L-Left Side R-Right Side B-Bottom Side T-Top Side CS-Countershaft 
in Section 1 of the Chelsea Applications 
catalog HY25-3000/US. 



CHELSEA® 
M-11F10A-E11 
M-11F10A-S11 
M-11F9A-E11 
M-11F9A-S11 
M-11G10A-D11 
M-11G10A-E11 
M-11G10A-M11 
M-11G10A-S11 

MERITOR/ROCKWELL 

M-11G9A-D11 
M-11G9A-E11 
M-11G9A-M11 
M-11G9A-S11 
M-12F10A-E12 
M-12F10A-S12 
M-12F9A-E12 
M-12F9A-S12 

M-12G10A-D12 
M-12G10A-E12 
M-12G10A-M12 
M-12G10A-S12 
M-12G9A-D12 
M-12G9A-E12 
M-12G9A-M12 
M-12G9A-S12 

BOTTOM SIDE ONLY RIGHT SIDE ONLY 

TRANSMISSION GEAR DATA: TRANSMISSION GEAR DATA: 
BOT 08-BOLT Opening Gear FORWARD of Centerline R.S. 06-BOLT Opening Gear FORWARD of Centerline 
45 Teeth - SPUR 45 Teeth - SPUR 

PITCH LINE TO APERTURE FACE: PITCH LINE TO APERTURE FACE: 
0.8100" (20.5740MM) 1.0850" (27.5600MM) 

I I 
ONE SPEED - TWO GEAR - MECHANICAL SHIFT 

221ZCAHX-"3 250 I Opp 63 7-A--032(P)(28) 328564X Furnished 221XCAHX-*3 250 Opp 63 7-A-032(28) 

221ZEAHX-"3 250 I Opp 73 328564X Furnished 221XEAHX-"3 250 Opp 73 

221ZPAHX-"3 2001 Opp 119 328564X Furnished 221XPAHX-"3 200 Opp 118 

489XAAHX-*5 (12) 250 Opp 56 Furnished 442XAAHX-"3 (12) 250 Opp 56 

489XCAHX-*5 (13) 250 Opp 71 Furnished 442XBAHX-"3 (18) 250 Eng 56 REQUIRED 

489XFAHX-*5 (2) 250 Opp 88 Furnished 442XCAHX-*3 (13) 250 Opp 71 

489XHAHX-*5 (15) 250 Opp 102 Furnished 442XFAHX-*3 (2) 250 Opp 88 

489XLAHX-*5 (1) 250 Opp 114 Furnished 442XHAHX-*3 (15) 250 Opp 102 

489XQAHX-*5 (1) 225 Opp 123 Furnished 442XLAHX-*3 (1) 250 Opp 114 

489XRAHX-*5 ( 1 ) 225 Opp 142 Furnished 442XQAHX-"3 (1) 225 Opp 123 

489XSAHX-*5 (1) 200 Opp 169 Furnished 442XRAHX-*3 (1) 225 Opp 142 

489XUAHX-*5 (1) 195 Opp 202 Furnished 442XSAHX-"3 (1) 200 Opp 169 

489XWAHX-*5 (1) 175 Opp 237 Furnished 442XUAHX-*3 (1) 195 Opp 201 

489XXAHX-*5 (1) 140 Opp 281 Furnished 442XWAHX-"3 (1) 175 Opp 237 

680XFAHX-*3 (10) 375 Opp 88 Furnished 442XXAHX-"3 (1) 140 Opp 280 

680XHAHX-"3 (20) 375 Opp 102 Furnished 660XFAHX-*3 (10) 375 Opp 88 

680XQAHX-"3 (11) 375 Opp 123 Furnished 660XHAHX-"3 (15) 375 Opp 102 

680XRAHX-"3 (19) 350 Opp 142 Furnished 660XQAHX-"3 (11) 375 Opp 123 

680XSAHX-*3 (14) 325 Opp 169 Furnished 660XRAHX-"3 (19) 350 Opp 142 

823XBAHX-*3 (22) 500 Opp 60 Furnished 660XSAHX-"3 (14) 325 Opp 169 

823XDAHX-"3 (26) 500 Opp 71 Furnished 

823XGAHX-"3 (27) 500 Opp 77 Furnished 

823XJAHX-"3 (23) 500 Opp 91 Furnished 

823XMAHX-*3 (21) 500 Opp 107 Furnished 

823XRAHX-"3 (25) 400 Opp 147 Furnished 

823XTKTX-"3 ( 17) 350 Opp 177 8-A-165(28) Furnished 

880XBAHX-*3 (3) 500 Opp 60 Furnished 

880XDAHX-"3 (4) 500 Opp 71 Furnished 

880XGAHX-"3 (9) 500 Opp 77 Furnished 

880XJAHX-"3 (5) 500 Opp 91 Furnished 

880XMAHX-*3 (6) 500 Opp 107 Furnished 

880XQAHX-"3 (16) 450 Opp 125 Furnished 

Continued on Next Page 

t I = Intermittent Torque Only - De-Rate Torque Rating 30% for Continuous Duty. C = Continuous or Intermittent Torque - No need to De-Rate Torque Rating. 

RKW-1 

Furnished 

Furnished 

Furnished 

Furnished 

Furnished 

Furnished 

Furnished 

Furnished 

Furnished 

Furnished 

Furnished 

Furnished 

Furnished 

Furnished 

Furnished 

Furnished 

Furnished 

Furnished 

Furnished 

Furnished 

IMPORTANT: Refer to the back of this transmission section and read all notes associated with this application page. 

Some notes may affect the proper PTO selection. 

(1) Input Gear Part No. 5-P-1004 
(2) Input Gear Part No. 5-P-1077 
(3) Input Gear Part No. 5-P-1100 
(4) Input Gear Part No. 5-P-1101 
(5) Input Gear Part No. 5-P-1102 
(6) Input Gear Part No. 5-P-1103 

(9) Input Gear Part No. 5-P-1135 
(10) Input Gear Part No. 5-P-1242 
(11) Input Gear Part No. 5-P-1248 
(12) Input Gear Part No. 5-P-1280 
(13) Input Gear Part No. 5-P-1287 
(14) Input Gear Part No. 5-P-1322 

(15) Input Gear Part No. 5-P-1364 
(16) Input Gear Part No. 5-P-1385 
(17) Input Gear Part No. 5-P-1395 
(18) Input Gear Part No. 5-P-1418 
(19) Input Gear Part No. 5-P-1441 
(20) Input Gear Part No. 5-P-1494 

(21) Input Gear Part No. 5-P-283 
(22) Input Gear Part No. 5-P-285 
(23) Input Gear Part No. 5-P-325 
(25) Input Gear Part No. 5-P-721 
(26) Input Gear Part No. 5-P-971 
(27) Input Gear Part No. 5-P-980 

(28) Filler block furnished with PTO 

CAUTION: Application Approval Required for PTO Output Shaft Speeds Above 2500 RPM 
Torq Dir Engine % Adapter Torq Dir Engine % Adapter 

Filler Block Stud Kit PTO Model Filler Block Stud Kit PTO Model Rot Assy Rot AssyI / C † Fwd Rev I / C † Fwd Rev 



RKW-1 

M-11F10A-E11 
M-11F10A-S11 
M-11F9A-E11 
M-11F9A-S11 
M-11G10A-011 
M-11G10A-E11 
M-11G10A-M11 
M-11G10A-S11 

MERITOR/ROCKWELL 

M-11G9A-D11 
M-11G9A-E11 
M-11G9A-M11 
M-11G9A-S11 
M-12F10A-E12 
M-12F10A-S12 
M-12F9A-E12 
M-12F9A-S12 

M-12G10A-D12 
M-12G10A-E12 
M-12G10A-M12 
M-12G10A-S12 
M-12G9A-012 
M-12G9A-E12 
M-12G9A-M12 
M-12G9A-S12 

BOTTOM SIDE ONLY RIGHT SIDE ONLY 

TRANSMISSION GEAR DATA: TRANSMISSION GEAR DATA: 
BOT OB-BOLT Opening Gear FORWARD of Centerline 
45 Teeth - SPUR 

PITCH LINE TO APERTURE FACE: 
0.8100" (20.5740MM) 

R.S. 06-BOLT Opening Gear FORWARD of Centerline 
45 Teeth - SPUR 

PITCH LINE TO APERTURE FACE: 
1.0850" (27.5600MM) 

ONE SPEED - TWO GEAR - MECHANICAL SHIFT 
880XRAHX-"3 (7) 400 I Opp 147 Furnished 

880XTAHX-*3 (8) 350 I Opp 189 Furnished 

ONE SPEED - TWO GEAR POWERSHIFT {AIR OR HYDRAULIC} 
282XBAJX-"3 250 C Opp 60 Furnished 272XBAJX-"3 250 C Opp 60 

282XCAJX-*3 250C Opp 73 Furnished 272XCAJX-*3 250C Opp 73 

282XDAJX-*3 250C Opp 87 Furnished 272XDAJX-*3 250 C Opp 87 

282XGAJX-"3 250C Opp 103 Furnished 272XGAJX-"3 250 C Opp 103 

282XKAJX-"3 250C Opp 115 Furnished 272XKAJX-"3 250 C Opp 115 

282XMAJX-"3 250C Opp 129 Furnished 272XMAJX-"3 250 C Opp 129 

282XPAJX-"3 250C Opp 144 Furnished 272XPAJX-"3 250 C Opp 144 

282XSAJX-"3 225C Opp 161 Furnished 272XSAJX-"3 225 C Opp 161 

282XTAJX-"3 225C Opp 180 Furnished 272XTAJX-"3 225 C Opp 180 

ONE SPEED - TWO GEAR - POWERSHIFT {AIR} 
885XBAHX-"3 (3) 500 I Opp 60 Furnished 

885XGAHX-*3 (9) 500 I Opp 77 Furnished 

885XJAHX-*3 (5) 500 I Opp 91 Furnished 

885XMAHX-"3 (6) 500 I Opp 107 Furnished 

ONE SPEED - FORWARD & REVERSE 
348XFAHX-*5 (24) 200 I Opp 77 81 Furnished 340XFAHX-*5 (24) 200 I Opp 77 81 7-A-140(28) 

863XBAHX-*5 500 I Opp 60 74 Furnished 

GEARED ADAPTERS 
628XAHX-3AH 250 I Eng Furnished 626XAHX-3AH 250 I Eng 

630XAHX-3AH 250 I Eng 

645XAHX-3AH 250 I Eng 

CHELSEA® 

Furnished 

Furnished 

Furnished 

Furnished 

Furnished 

Furnished 

Furnished 

Furnished 

Furnished 

Furnished 

Furnished 

Furnished 

Furnished 

t I = Intermittent Torque Only - De-Rate Torque Rating 30% for Continuous Duty. C = Continuous or Intermittent Torque - No need to De-Rate Torque Rating. 

IMPORTANT: Refer to the back of this transmission section and read all notes associated with this application page. 

Some notes may affect the proper PTO selection. 

(3) Input Gear Part No. 5-P-1100 
(5) Input Gear Part No. 5-P-1102 
(6) Input Gear Part No. 5-P-1103 
(7) Input Gear Part No. 5-P-1104 
(8) Input Gear Part No. 5-P-1105 
(9) Input Gear Part No. 5-P-1135 

(24) Input Gear Part No. 5-P-581 
(28) Filler block furnished with PTO 

CAUTION: Application Approval Required for PTO Output Shaft Speeds Above 2500 RPM 
Torq Dir Engine % Adapter Torq Dir Engine % Adapter 

Filler Block Stud Kit PTO Model Filler Block Stud Kit PTO Model Rot Assy Rot AssyI / C † Fwd Rev I / C † Fwd Rev 



CHELSEA~ 
MO-11F10A-S11 
MO-11G10A-D11 
MO-11G10A-E11 
MO-11G10A-M11 
MO-11G10A-S11 
MO-12F10A-E12 
MO-12F10A-S12 
MO-12F9A-E12 

MERITOR/ROCKWELL 

M0-12F9A-S12 
M0-12G10A-D12 
M0-12G10A-E12 
M0-12G10A-M12 
M0-12G10A-S12 
M0-12G9A-D12 
M0-12G9A-E12 
M0-12G9A-M12 

M0-12G9A-S12 
M0-13F10A-E13 
M0-13F10A-S13 
M0-13F9A-E13 
M0-13F9A-S13 
M0-13G10A-D13 
M0-13G10A-E13 
M0-13G10A-M13 

BOTTOM SIDE ONLY RIGHT SIDE ONLY 

TRANSMISSION GEAR DATA: TRANSMISSION GEAR DATA: 
BOT 08-BOLT Opening Gear FORWARD of Centerline 
45 Teeth - SPUR 

R.S. 06-BOLT Opening Gear FORWARD of Centerline 
45 Teeth - SPUR 

PITCH LINE TO APERTURE FACE: 
0.8100" (20.5740MM) 

PITCH LINE TO APERTURE FACE: 
1.0850" (27.5600MM) 

ONE SPEED - TWO GEAR - MECHANICAL SHIFT 
221ZCAHX-*3 250 Opp 85 7-A-032(P)(28) 328564X Furnished 221XCAHX-*3 250 Opp 85 7-A-032(28) 

221ZEAHX-*3 250 Opp 98 328564X Furnished 221XEAHX-*3 250 Opp 98 

221ZPAHX-*3 200 Opp 159 328564X Furnished 221XPAHX-*3 200 Opp 159 

489XAAHX-*5 (12) 250 Opp 75 Furnished 442XAAHX-*3 (12) 250 Opp 75 

489XCAHX-*5 (13) 250 Opp 96 Furnished 442XBAHX-*3 (18) 250 Eng 75 

489XFAHX-*5 (2) 250 Opp 118 Furnished 442XCAHX-*3 (13) 250 Opp 96 

489XHAHX-*5 (15) 250 Opp 137 Furnished 442XFAHX-*3 (2) 250 Opp 118 

489XLAHX-*5 ( 1) 250 Opp 153 Furnished 442XHAHX-*3 (15) 250 Opp 137 

489XQAHX-*5 (1) 225 Opp 165 Furnished 442XLAHX-*3 ( 1 ) 250 Opp 153 

489XRAHX-*5 ( 1 ) 225 Opp 191 Furnished 442XQAHX-*3 (1) 225 Opp 165 

489XSAHX-*5 (1) 200 Opp 227 Furnished 442XRAHX-*3 (1) 225 Opp 191 

489XUAHX-*5 (1) 195 Opp 270 Furnished 442XSAHX-*3 ( 1 ) 200 Opp 227 

489XWAHX-*5 (1) 175 Opp 318 Furnished 442XUAHX-*3 ( 1 ) 195 Opp 270 

489XXAHX-*5 (1) 140 Opp 376 Furnished 442XWAHX-*3 (1) 175 Opp 318 

680XFAHX-*3 (10) 375 Opp 118 Furnished 442XXAHX-*3 (1) 140 Opp 376 

680XHAHX-*3 (20) 375 Opp 137 Furnished 660XFAHX-*3 (10) 375 Opp 118 

680XQAHX-*3 (11) 375 Opp 165 Furnished 660XHAHX-*3 (15) 375 Opp 137 

680XRAHX-*3 (19) 350 Opp 191 Furnished 660XQAHX-*3 (11) 375 Opp 165 

680XSAHX-*3 (14) 325 Opp 227 Furnished 660XRAHX-*3 (19) 350 Opp 191 

823XBAHX-*3 (22) 500 Opp 80 Furnished 660XSAHX-*3 (14) 325 Opp 227 

823XDAHX-*3 (26) 500 Opp 95 Furnished 

823XGAHX-*3 (27) 500 Opp 103 Furnished 

823XJAHX-*3 (23) 500 Opp 122 Furnished 

823XMAHX-*3 (21) 500 Opp 143 Furnished 

823XRAHX-*3 (25) 400 Opp 197 Furnished 

823XTKTX-*3 (17) 350 Opp 239 8-A-165(28) Furnished 

880XBAHX-*3 (3) 500 Opp 80 Furnished 

BB0XDAHX-*3 (4) 500 Opp 95 Furnished 

BB0XGAHX-*3 (9) 500 Opp 104 Furnished 

880XJAHX-*3 (5) 500 Opp 122 Furnished 

BB0XMAHX-*3 (6) 500 Opp 143 Furnished 

BB0XQAHX-*3 (16) 450 Opp 167 Furnished 

Continued on Next Page 

REQUIRED 

t I = Intermittent Torque Only - De-Rate Torque Rating 30% for Continuous Duty. C = Continuous or Intermittent Torque - No need to De-Rate Torque Rating. 

RKW-2 

Furnished 

Furnished 

Furnished 

Furnished 

Furnished 

Furnished 

Furnished 

Furnished 

Furnished 

Furnished 

Furnished 

Furnished 

Furnished 

Furnished 

Furnished 

Furnished 

Furnished 

Furnished 

Furnished 

Furnished 

IMPORTANT: Refer to the back of this transmission section and read all notes associated with this application page. 

Some notes may affect the proper PTO selection. 

CAUTION: Do not use geared adapters with 442 "A" and "C" ratios. 

(1) Input Gear Part No. 5-P-1004 
(2) Input Gear Part No. 5-P-1077 
(3) Input Gear Part No. 5-P-1100 
(4) Input Gear Part No. 5-P-1101 
(5) Input Gear Part No. 5-P-1102 
(8) Input Gear Part No. 5-P-1103 

(9) Input Gear Part No. 5-P-1135 
(10) Input Gear Part No. 5-P-1242 
(11) Input Gear Part No. 5-P-1248 
(12) Input Gear Part No. 5-P-1280 
(13) Input Gear Part No. 5-P-1287 
(14) Input Gear Part No. 5-P-1322 

(15) Input Gear Part No. 5-P-1384 
(18) Input Gear Part No. 5-P-1385 
(17) Input Gear Part No. 5-P-1395 
(18) Input Gear Part No. 5-P-1418 
(19) Input Gear Part No. 5-P-1441 
(20) Input Gear Part No. 5-P-1494 

(21) Input Gear Part No. 5-P-283 
(22) Input Gear Part No. 5-P-285 
(23) Input Gear Part No. 5-P-325 
(25) Input Gear Part No. 5-P-721 
(28) Input Gear Part No. 5-P-971 
(27) Input Gear Part No. 5-P-980 

(28) Filler block furnished wth PTO 

CAUTION: Application Approval Required for PTO Output Shaft Speeds Above 2500 RPM 
Torq Dir Engine % Adapter Torq Dir Engine % Adapter 

Filler Block Stud Kit PTO Model Filler Block Stud Kit PTO Model Rot Assy Rot AssyI / C † Fwd Rev I / C † Fwd Rev 



RKW-2 

M0-11F10A-S11 
M0-11 G1 OA-D11 
M0-11G10A-E11 
M0-11G10A-M11 
M0-11G10A-S11 
M0-12F10A-E12 
M0-12F10A-512 
M0-12F9A-E12 

MERITOR/ROCKWELL 

M0-12F9A-S12 
M0-12G10A-D12 
M0-12G10A-E12 
M0-12G10A-M12 
M0-12G10A-512 
M0-12G9A-D12 
M0-12G9A-E12 
M0-12G9A-M12 

M0-12G9A-S12 
M0-13F10A-E13 
M0-13F10A-513 
M0-13F9A-E13 
M0-13F9A-S13 
M0-13G10A-D13 
M0-13G10A-E13 
M0-13G10A-M13 

BOTTOM SIDE ONLY RIGHT SIDE ONLY 

TRANSMISSION GEAR DATA: TRANSMISSION GEAR DATA: 
BOT OB-BOLT Opening Gear FORWARD of Centerline 
45 Teeth - SPUR 

PITCH LINE TO APERTURE FACE: 
0.8100" (20.5740MM) 

R.S. 06-BOLT Opening Gear FORWARD of Centerline 
45 Teeth - SPUR 

PITCH LINE TO APERTURE FACE: 
1.0850" (27.5600MM) 

ONE SPEED - TWO GEAR - MECHANICAL SHIFT 
880XRAHX-"3 (7) 400 I Opp 197 Furnished 

880XTAHX-*3 (8) 350 I Opp 254 Furnished 

ONE SPEED - TWO GEAR POWERSHIFT {AIR OR HYDRAULIC} 
282XBAJX-"3 250 C Opp 80 Furnished 272XBAJX-"3 250 C Opp 80 

282XCAJX-*3 250C Opp 97 Furnished 272XCAJX-*3 250C Opp 97 

282XDAJX-*3 250C Opp 116 Furnished 272XDAJX-*3 250 C Opp 116 

282XGAJX-"3 250C Opp 138 Furnished 272XGAJX-"3 250 C Opp 138 

282XKAJX-"3 250C Opp 155 Furnished 272XKAJX-"3 250 C Opp 155 

282XMAJX-"3 250C Opp 173 Furnished 272XMAJX-"3 250 C Opp 173 

282XPAJX-"3 250C Opp 193 Furnished 272XPAJX-"3 250 C Opp 193 

282XSAJX-"3 225C Opp 216 Furnished 272XSAJX-"3 225 C Opp 216 

ONE SPEED - TWO GEAR - POWERSHIFT {AIR} 
885XBAHX-"3 (3) 500 I Opp 80 Furnished 

885XGAHX-*3 (9) 500 I Opp 104 Furnished 

885XJAHX-*3 (5) 500 I Opp 122 Furnished 

885XMAHX-"3 (6) 500 I Opp 143 Furnished 

ONE SPEED - FORWARD & REVERSE 
348XFAHX-*5 (24) 200 I Opp 103 108 Furnished 340XFAHX-*5 (24) 200 I Opp 103 108 7-A-140(28) 

863XBAHX-*5 500 I Opp 80 100 Furnished 

GEARED ADAPTERS 
628XAHX-3AH 250 I Eng Furnished 626XAHX-3AH 250 I Eng 

630XAHX-3AH 250 I Eng 

645XAHX-3AH 250 I Eng 

CHELSEA® 

Furnished 

Furnished 

Furnished 

Furnished 

Furnished 

Furnished 

Furnished 

Furnished 

Furnished 

Furnished 

Furnished 

Furnished 

t I = Intermittent Torque Only - De-Rate Torque Rating 30% for Continuous Duty. C = Continuous or Intermittent Torque - No need to De-Rate Torque Rating. 

IMPORTANT: Refer to the back of this transmission section and read all notes associated with this application page. 

Some notes may affect the proper PTO selection. 

CAUTION: Do not use geared adapters with 442 "A" and "C" ratios. 

(3) Input Gear Part No. 5-P-1100 
(5) Input Gear Part No. 5-P-1102 
(6) Input Gear Part No. 5-P-1103 
(7) Input Gear Part No. 5-P-1104 
(8) Input Gear Part No. 5-P-1105 
(9) Input Gear Part No. 5-P-1135 

(24) Input Gear Part No. 5-P-581 
(28) Filler block furnished with PTO 

CAUTION: Application Approval Required for PTO Output Shaft Speeds Above 2500 RPM 
Torq Dir Engine % Adapter Torq Dir Engine % Adapter 

Filler Block Stud Kit PTO Model Filler Block Stud Kit PTO Model Rot Assy Rot AssyI / C † Fwd Rev I / C † Fwd Rev 



CHELSEA® MERITOR/ROCKWELL 

M0-11F9B-E11 
M0-11F9B-S11 
M0-11G9B-011 
M0-11G9B-E11 
M0-11G9B-M11 
M0-11G9B-S11 
M0-12F9B-E12 
M0-12F9B-S12 

M0-12G9B-012 
M0-12G9B-E12 
M0-12G9B-M12 
M0-12G9B-S12 
M0-13F98-E13 
M0-13F9B-S13 
M0-13G9B-013 
M0-13G9B-E13 

M0-13G9B-M13 
M0-13G9B-S13 
M0-14F98-E14 
M0-14F9B-S14 
M0-14G9B-014 
M0-14G9B-E14 
M0-14G9B-M14 
M0-14G9B-S14 

BOTTOM SIDE ONLY RIGHT SIDE ONLY 

TRANSMISSION GEAR DATA: 
BOT 08-BOLT Opening Gear FORWARD of Centerline 
45 Teeth - SPUR 

PITCH LINE TO APERTURE FACE: 
0.8100" (20.5740MM) 

I 

TRANSMISSION GEAR DATA: 
R.S. 06-BOLT Opening Gear FORWARD of Centerline 
45 Teeth - SPUR 

PITCH LINE TO APERTURE FACE: 
1.0850" (27.5600MM) 

I 
ONE SPEED - TWO GEAR - MECHANICAL SHIFT 

489XAAHX-*5 ( 12) 250 I Opp 64 Furnished 221XCAHX-*3 250 Eng 73 7-A-032(P)(28) 

489XCAHX-*5 (13) 250 I Opp 82 Furnished 221XEAHX-*3 250 Eng 84 

489XFAHX-*5 (2) 2501 Opp 101 Furnished 221XPAHX-*3 200 Eng 136 

489XHAHX-*5 (15) 250 Opp 117 Furnished 442XAAHX-*3 (12) 250 Opp 64 

329138X 

329138X 

329138X 

489XLAHX-*5 (1) 250 Opp 131 Furnished 442XBAHX-*3 (18) 250 Eng 64 REQUIRED 

489XQAHX-*5 (1) 225 Opp 141 Furnished 442XCAHX-*3 (13) 250 Opp 82 

489XRAHX-*5 (1) 225 Opp 163 Furnished 442XFAHX-*3 (2) 250 Opp 101 

489XSAHX-*5 (1) 200 Opp 194 Furnished 442XHAHX-*3 (15) 250 Opp 117 

680XFAHX-*3 (10) 375 Opp 101 Furnished 442XLAHX-*3 (1) 250 Opp 131 

680XHAHX-*3 (20) 375 Opp 117 Furnished 442XQAHX-*3 (1) 225 Opp 141 

680XQAHX-*3 (11) 375 Opp 141 Furnished 442XRAHX-*3 (1) 225 Opp 163 

680XRAHX-*3 (19) 350 Opp 163 Furnished 442XSAHX-*3 (1) 200 Opp 194 

680XSAHX-*3 (14) 325 Opp 194 Furnished 660XFAHX-*3 (10) 375 Opp 101 

823XBAHX-*3 (22) 500 Opp 69 Furnished 660XHAHX-*3 (15) 375 Opp 117 

823XDAHX-*3 (26) 500 Opp 81 Furnished 660XQAHX-*3 (11) 375 Opp 141 

823XGAHX-*3 (27) 500 Opp 88 Furnished 660XRAHX-*3 (19) 350 Opp 163 

823XJAHX-*3 (23) 500 Opp 104 Furnished 660XSAHX-*3 (14) 325 Opp 194 

823XMAHX-*3 (21) 500 Opp 122 Furnished 

823XRAHX-*3 (25) 400 Opp 169 Furnished 

823XTKTX-*3 (17) 350 Opp 205 8-A-165(P)(28) Furnished 

880XBAHX-*3 (3) 500 Opp 69 Furnished 

880XDAHX-*3 (4) 500 Opp 82 Furnished 

880XGAHX-*3 (9) 500 Opp 89 Furnished 

880XJAHX-*3 (5) 500 Opp 104 Furnished 

880XMAHX-*3 (6) 500 Opp 122 Furnished 

880XQAHX-*3 (16) 450 Opp 143 Furnished 

880XRAHX-*3 (7) 400 Opp 169 Furnished 

880XTAHX-*3 (8) 350 Opp 218 Furnished 

ONE SPEED - TWO GEAR POWERSHIFT {AIR OR HYDRAULIC} 
282XBAJX-*3 250 C Opp 69 Furnished 272XBAJX-*3 250C Opp 69 

282XCAJX-*3 250 C Opp 83 Furnished 272XCAJX-*3 250C Opp 83 

Continued on Next Page 

t I = Intermittent Torque Only - De-Rate Torque Rating 30% for Continuous Duty. C = Continuous or Intermittent Torque - No need to De-Rate Torque Rating. 

RKW-3 

Furnished 

Furnished 

Furnished 

Furnished 

Furnished 

Furnished 

Furnished 

Furnished 

Furnished 

Furnished 

Furnished 

Furnished 

Furnished 

Furnished 

Furnished 

Furnished 

Furnished 

Furnished 

Furnished 

IMPORTANT: Refer to the back of this transmission section and read all notes associated with this application page. 

Some notes may affect the proper PTO selection. 

CAUTION: Do not use geared adapters with 442 "A" and "C" ratios. 

(1) Input Gear Part No. 5-P-1004 
(2) Input Gear Part No. 5-P-1077 
(3) Input Gear Part No. 5-P-1100 
(4) Input Gear Part No. 5-P-1101 
(5) Input Gear Part No. 5-P-1102 
(6) Input Gear Part No. 5-P-1103 

(7) Input Gear Part No. 5-P-11 04 
(8) Input Gear Part No. 5-P-1105 
(9) Input Gear Part No. 5-P-1135 
(10) Input Gear Part No. 5-P-1242 
(11) Input Gear Part No. 5-P-1246 
(12) Input Gear Part No. 5-P-1280 

(13) Input Gear Part No. 5-P-1287 
(14) Input Gear Part No. 5-P-1322 
(15) Input Gear Part No. 5-P-1364 
(16) Input Gear Part No. 5-P-1385 
(17) Input Gear Part No. 5-P-1395 
(18) Input Gear Part No. 5-P-1418 

(19) Input Gear Part No. 5-P-1441 
(20) Input Gear Part No. 5-P-1494 
(21) Input Gear Part No. 5-P-283 
(22) Input Gear Part No. 5-P-285 
(23) Input Gear Part No. 5-P-325 
(25) Input Gear Part No. 5-P-721 

(26) Input Gear Part No. 5-P-971 
(27) Input Gear Part No. 5-P-980 
(28) Filler block furnished with PTO 

CAUTION: Application Approval Required for PTO Output Shaft Speeds Above 2500 RPM 
Torq Dir Engine % Adapter Torq Dir Engine % Adapter 

Filler Block Stud Kit PTO Model Filler Block Stud Kit PTO Model Rot Assy Rot AssyI / C † Fwd Rev I / C † Fwd Rev 



RKW-3 

M0-11F9B-E11 
M0-11F96-S11 
M0-11G9B-D11 
M0-11G9B-E11 
M0-11G9B-M11 
M0-11G9B-S11 
M0-12F9B-E12 
M0-12F9B-S12 

MERITOR/ROCKWELL 

M0-12G9B-D12 
M0-12G9B-E12 
M0-12G9B-M12 
M0-12G9B-S12 
M0-13F9B-E13 
M0-13F9B-S13 
M0-13G9B-D13 
M0-13G9B-E13 

M0-13G9B-M13 
M0-13G9B-S13 
M0-14F9B-E14 
M0-14F9B-S14 
M0-14G9B-D14 
M0-14G9B-E14 
M0-14G9B-M14 
M0-14G9B-S14 

BOTTOM SIDE ONLY RIGHT SIDE ONLY 

TRANSMISSION GEAR DATA: TRANSMISSION GEAR DATA: 
BOT OB-BOLT Opening Gear FORWARD of Centerline 
45 Teeth - SPUR 

PITCH LINE TO APERTURE FACE: 
0.8100" (20.5740MM) 

R.S. 06-BOLT Opening Gear FORWARD of Centerline 
45 Teeth - SPUR 

PITCH LINE TO APERTURE FACE: 
1.0850" (27.5600MM) 

ONE SPEED - TWO GEAR POWERSHIFT {AIR OR HYDRAULIC} 
282XDAJX-*3 250C Opp 100 Furnished 272XDAJX-*3 250C Opp 100 

282XGAJX-*3 250 C Opp 118 Furnished 272XGAJX-*3 250C Opp 118 

282XKAJX-*3 250C Opp 132 Furnished 272XKAJX-*3 250C Opp 132 

282XMAJX-*3 250 C Opp 148 Furnished 272XMAJX-*3 250C Opp 148 

282XPAJX-*3 250 C Opp 165 Furnished 272XPAJX-*3 250C Opp 165 

282XSAJX-*3 225 C Opp 185 Furnished 272XSAJX-*3 225C Opp 185 

282XTAJX-*3 225 C Opp 207 Furnished 272XTAJX-*3 225C Opp 207 

ONE SPEED - TWO GEAR - POWERSHIFT {AIR} 
885XBAHX-*3 (3) 500 I Opp 69 Furnished 

885XGAHX-*3 (9) 500 I Opp 89 Furnished 

885XJAHX-*3 (5) 500 I Opp 104 Furnished 

885XMAHX-*3 (6) 500 I Opp 122 Furnished 

ONE SPEED - FORWARD & REVERSE 
348XFAHX-*5 (24) 200 I Opp 88 93 Furnished 340XFAHX-*5 (24) 200 I Opp 88 93 7-A-140(28) 

863XBAHX-*5 500 I Opp 69 85 Furnished 

GEARED ADAPTERS 
628XAHX-3AH 250 I Eng Furnished 626XAHX-3AH 250 I Eng 

630XAHX-3AH 250 I Eng 

645XAHX-3AH 250 I Eng 

CHELSEA® 

Furnished 

Furnished 

Furnished 

Furnished 

Furnished 

Furnished 

Furnished 

Furnished 

Furnished 

Furnished 

Furnished 

t I = Intermittent Torque Only - De-Rate Torque Rating 30% for Continuous Duty. C = Continuous or Intermittent Torque - No need to De-Rate Torque Rating. 

IMPORTANT: Refer to the back of this transmission section and read all notes associated with this application page. 

Some notes may affect the proper PTO selection. 

CAUTION: Do not use geared adapters with 442 "A" and "C" ratios. 

(3) Input Gear Part No. 5-P-1100 
(5) Input Gear Part No. 5-P-1102 
(6) Input Gear Part No. 5-P-1103 
(9) Input Gear Part No. 5-P-1135 
(24) Input Gear Part No. 5-P-581 
(28) Filler block furnished w~h PTO 

CAUTION: Application Approval Required for PTO Output Shaft Speeds Above 2500 RPM 
Torq Dir Engine % Adapter Torq Dir Engine % Adapter 

Filler Block Stud Kit PTO Model Filler Block Stud Kit PTO Model Rot Assy Rot AssyI / C † Fwd Rev I / C † Fwd Rev 



CHELSEA® 
M0-11F10C-E11 
M0-11F10C-S11 
M0-11G10C-D11 
M0-11G10C-E11 
M0-11G10C-M11 
M0-11G10C-S11 
M0-12F10C-E12 
M0-12F10C-S12 

MERITOR/ROCKWELL 

M0-12G10C-D12 
M0-12G10C-E12 
M0-12G10C-M12 
M0-12G10C-S12 
M0-13F10C-E13 
M0-13F10C-S13 
M0-13G10C-D13 
M0-13G10C-E13 

M0-13G10C-M13 
M0-13G10C-S13 
M0-14F10C-E14 
M0-14F10C-E16 
M0-14F10C-M16 
M0-14F10C-S14 
M0-14F10C-S16 
M0-14G10C-D14 

BOTTOM SIDE ONLY RIGHT SIDE ONLY 

TRANSMISSION GEAR DATA: TRANSMISSION GEAR DATA: 
BOT 08-BOLT Opening Gear FORWARD of Centerline R.S. 06-BOLT Opening Gear FORWARD of Centerline 
45 Teeth - SPUR 45 Teeth - SPUR 

PITCH LINE TO APERTURE FACE: PITCH LINE TO APERTURE FACE: 
0.8100" (20.5740MM) 1.0850" (27.5600MM) 

I I 
ONE SPEED - TWO GEAR - MECHANICAL SHIFT 

221ZCAHX-"3 250 I Opp 82 7-A--032(P)(22) 328564X Furnished 221XCAHX-*3 250 Opp 82 7-A-032(22) 

221ZEAHX-"3 250 I Opp 95 328564X Furnished 221XEAHX-"3 250 Opp 95 

221ZPAHX-"3 2001 Opp 154 328564X Furnished 221XPAHX-"3 200 Opp 154 

489XAAHX-*5 (12) 250 Opp 72 Furnished 442XAAHX-"3 (12) 250 Opp 72 

489XCAHX-*5 (13) 250 Opp 92 Furnished 442XBAHX-"3 (18) 250 Eng 72 REQUIRED 

489XFAHX-*5 (2) 250 Opp 114 Furnished 442XCAHX-*3 (13) 250 Opp 92 

489XHAHX-*5 (15) 250 Opp 132 Furnished 442XFAHX-*3 (2) 250 Opp 114 

489XLAHX-*5 (1) 250 Opp 148 Furnished 442XHAHX-*3 (15) 250 Opp 132 

489XQAHX-*5 (1) 225 Opp 159 Furnished 442XLAHX-*3 (1) 250 Opp 148 

489XRAHX-*5 ( 1 ) 225 Opp 184 Furnished 442XQAHX-"3 (1) 225 Opp 159 

489XSAHX-*5 (1) 200 Opp 219 Furnished 442XRAHX-*3 (1) 225 Opp 184 

489XUAHX-*5 (1) 195 Opp 261 Furnished 442XSAHX-"3 (1) 200 Opp 219 

489XWAHX-*5 (1) 175 Opp 307 Furnished 442XUAHX-*3 (1) 195 Opp 261 

489XXAHX-*5 (1) 140 Opp 363 Furnished 442XWAHX-"3 (1) 175 Opp 307 

680XFAHX-*3 (10) 375 Opp 114 Furnished 442XXAHX-"3 (1) 140 Opp 363 

680XHAHX-"3 (20) 375 Opp 132 Furnished 660XFAHX-*3 (10) 375 Opp 114 

680XQAHX-"3 (11) 375 Opp 159 Furnished 660XHAHX-"3 (15) 375 Opp 132 

680XRAHX-"3 (19) 350 Opp 184 Furnished 660XQAHX-"3 (11) 375 Opp 159 

680XSAHX-*3 (14) 325 Opp 219 Furnished 660XRAHX-"3 (19) 350 Opp 184 

823XTKTX-"3 (17) 350 Opp 230 8-A-165(22) Furnished 660XSAHX-"3 (14) 325 Opp 219 

880XBAHX-*3 (3) 500 Opp 78 Furnished 

880XDAHX-"3 (4) 500 Opp 92 Furnished 

880XGAHX-"3 (9) 500 Opp 100 Furnished 

880XJAHX-"3 (5) 500 Opp 118 Furnished 

880XMAHX-*3 (6) 500 Opp 138 Furnished 

880XQAHX-"3 (16) 450 Opp 162 Furnished 

880XRAHX-"3 (7) 400 Opp 191 Furnished 

880XTAHX-"3 (8) 350 Opp 245 Furnished 

ONE SPEED - TWO GEAR POWERSHIFT {AIR OR HYDRAULIC} 
282XBAJX-*3 250 C Opp 78 Furnished 272XBAJX-*3 250C Opp 78 

282XCAJX-"3 250 C Opp 94 Furnished 272XCAJX-"3 250C Opp 94 

Continued on Next Page 

t I = Intermittent Torque Only - De-Rate Torque Rating 30% for Continuous Duty. C = Continuous or Intermittent Torque - No need to De-Rate Torque Rating. 

RKW-4 

Furnished 

Furnished 

Furnished 

Furnished 

Furnished 

Furnished 

Furnished 

Furnished 

Furnished 

Furnished 

Furnished 

Furnished 

Furnished 

Furnished 

Furnished 

Furnished 

Furnished 

Furnished 

Furnished 

Furnished 

Furnished 

Furnished 

IMPORTANT: Refer to the back of this transmission section and read all notes associated with this application page. 

Some notes may affect the proper PTO selection. 

CAUTION: Do not use geared adapters with 442 "A" and "C" ratios. 

(1) Input Gear Part No. S.P-1004 
(2) Input Gear Part No. S.P-1077 
(3) Input Gear Part No. 5-P-1100 
(4) Input Gear Part No. 5-P-1101 
(5) Input Gear Part No. S.P-1102 
(6) Input Gear Part No. 5-P-1103 

(7) Input Gear Part No. 5-P-11 04 
(8) Input Gear Part No. 5-P-1105 
(9) Input Gear Part No. 5-P-1135 
(10) Input Gear Part No. 5-P-1242 
(11) Input Gear Part No. 5-P-1246 
(12) Input Gear Part No. 5-P-1280 

(13) Input Gear Part No. 5-P-1287 
(14) Input Gear Part No. 5-P-1322 
(15) Input Gear Part No. 5-P-1364 
(16) Input Gear Part No. 5-P-1385 
(17) Input Gear Part No. 5-P-1395 
(18) Input Gear Part No. 5-P-1418 

(19) Input Gear Part No. 5-P-1441 
(20) Input Gear Part No. S.P-1494 
(22) Filler block furnished with PTO 

CAUTION: Application Approval Required for PTO Output Shaft Speeds Above 2500 RPM 
Torq Dir Engine % Adapter Torq Dir Engine % Adapter 

Filler Block Stud Kit PTO Model Filler Block Stud Kit PTO Model Rot Assy Rot AssyI / C † Fwd Rev I / C † Fwd Rev 



RKW-4 

M0-11F10C-E11 
M0-11F10C-S11 
M0-11G10C-011 
M0-11G10C-E11 
M0-11G10C-M11 
M0-11G10C-S11 
M0-12F10C-E12 
M0-12F10C-S12 

MERITOR/ROCKWELL 

M0-12G10C-C12 
M0-12G10C-E12 
M0-12G10C-M12 
M0-12G10C-S12 
M0-13F10C-E13 
M0-13F10C-S13 
M0-13G10C-C13 
M0-13G10C-E13 

M0-13G10C-M13 
M0-13G10C-S13 
M0-14F10C-E14 
M0-14F10C-E16 
M0-14F10C-M16 
M0-14F10C-S14 
M0-14F10C-S16 
M0-14G10C-014 

BOTTOM SIDE ONLY RIGHT SIDE ONLY 

TRANSMISSION GEAR DATA: TRANSMISSION GEAR DATA: 
BOT OB-BOLT Opening Gear FORWARD of Centerline 
45 Teeth - SPUR 

PITCH LINE TO APERTURE FACE: 
0.8100" (20.5740MM) 

R.S. 06-BOLT Opening Gear FORWARD of Centerline 
45 Teeth - SPUR 

PITCH LINE TO APERTURE FACE: 
1.0850" (27.5600MM) 

ONE SPEED - TWO GEAR POWERSHIFT {AIR OR HYDRAULIC} 
282XDAJX-*3 250C Opp 112 Furnished 272XDAJX-*3 250C Opp 112 

282XGAJX-*3 250 C Opp 134 Furnished 272XGAJX-*3 250C Opp 134 

282XKAJX-*3 250C Opp 149 Furnished 272XKAJX-*3 250C Opp 149 

282XMAJX-*3 250 C Opp 167 Furnished 272XMAJX-*3 250C Opp 167 

282XPAJX-*3 250 C Opp 187 Furnished 272XPAJX-*3 250C Opp 187 

282XSAJX-*3 225 C Opp 209 Furnished 272XSAJX-*3 225C Opp 209 

ONE SPEED - TWO GEAR - POWERSHIFT {AIR} 
885XBAHX-*3 (3) 500 I Opp 78 Furnished 

885XGAHX-*3 (9) 500 I Opp 100 Furnished 

885XJAHX-*3 (5) 500 I Opp 118 Furnished 

885XMAHX-*3 (6) 500 I Opp 138 Furnished 

ONE SPEED - FORWARD & REVERSE 
348XFAHX-*5 (21) 200 I Opp 100 105 Furnished 340XFAHX-*5 (21) 200 I Opp 100 105 7-A-140(22) 

863XBAHX-*5 500 I Opp 78 96 Furnished 

GEARED ADAPTERS 
628XAHX-3AH 250 I Eng Furnished 626XAHX-3AH 250 I Eng 

630XAHX-3AH 250 I Eng 

645XAHX-3AH 250 I Eng 

CHELSEA® 

Furnished 

Furnished 

Furnished 

Furnished 

Furnished 

Furnished 

Furnished 

Furnished 

Furnished 

Furnished 

t I = Intermittent Torque Only - De-Rate Torque Rating 30% for Continuous Duty. C = Continuous or Intermittent Torque - No need to De-Rate Torque Rating. 

IMPORTANT: Refer to the back of this transmission section and read all notes associated with this application page. 

Some notes may affect the proper PTO selection. 

CAUTION: Do not use geared adapters with 442 "A" and "C" ratios. 

(3) Input Gear Part No. 5-P-1100 
(5) Input Gear Part No. 5-P-1102 
(6) Input Gear Part No. 5-P-1103 
(9) Input Gear Part No. 5-P-1135 
(21) Input Gear Part No. 5-P-581 
(22) Filler block furnished w~h PTO 

CAUTION: Application Approval Required for PTO Output Shaft Speeds Above 2500 RPM 
Torq Dir Engine % Adapter Torq Dir Engine % Adapter 

Filler Block Stud Kit PTO Model Filler Block Stud Kit PTO Model Rot Assy Rot AssyI / C † Fwd Rev I / C † Fwd Rev 



CHELSEA® MERITOR/ROCKWELL 

M-13212A-A14 (Rear Mount PTO) 
M-13212A-A 13 (Rear Mount PTO) 
M-14212A-A14 (Rear Mount PTO) 

REAR SIDE ONLY 

TRANSMISSION GEAR DATA: 
REAR 04-BOLT Opening Gear NON-STANDARD of Centerline 

PITCH LINE TO APERTURE FACE: 

511XRACW-*-* 

523XTACX-*-* 

523XVACX-*-* 

590 C Opp 82 

258 C Eng 113 

258 C Eng 134 

Furnished 

Furnished 

Furnished 

t I = Intermittent Torque Only - De-Rate Torque Rating 30% for Continuous Duty. C = Continuous or Intermittent Torque - No need to De-Rate Torque Rating. 

ZFM-5 

IMPORTANT: Refer to the back of this transmission section and read all notes associated with this application page. 

Some notes may affect the proper PTO selection. 

WARNING: Any attempt to bypass transmission control may result in damage to Freedomline Transmissions. 

WARNING: 511 Rear Mount- The XV and XK PTO outputs will not work on this transmission. The XY PTO output may work depending on the transmission 
driveline size and flange type and the pump to be mounted to the PTO. A 523 is recommended because of its offset design. 

CAUTION: PTO installers must ensure that PTOs are integrated in a manner that permits proper transmission control of PTO engagement and disengagement. 

CAUTION: Application Approval Required for PTO Output Shaft Speeds Above 2500 RPM 
Torq Dir Engine % Adapter Torq Dir Engine % Adapter 

Filler Block Stud Kit PTO Model Filler Block Stud Kit PTO Model Rot Assy Rot AssyI / C † Fwd Rev I / C † Fwd Rev 



ZFM-6 

M0-14212A·A 16 (Rear Mount PTO) 
M0-15Z12A-A16 (Rear Mount PTO) 
M0-14212A·A14 (Rear Mount PTO) 
M0-13212A·A 13 (Rear Mount PTO) 
M0-15212A-A15 (Rear Mount PTO) 
M0-16212A·A 16 (Rear Mount PTO) 
M0-13212A·A 14 (Rear Mount PTO) 

REAR SIDE ONLY 

TRANSMISSION GEAR DATA: 

MERITOR/ROCKWELL 

REAR 04-BOLT Opening Gear NON-STANDARD of Centerline 

PITCH LINE TO APERTURE FACE: 

REAR MOUNT - MECHANICAL SHIFT (12 SPEED TRANSMISSIONS) 
511XRACW-•-• 

523XTACX-•-• 

523XVACX-•-• 

590 C Opp 135 

258 C Eng 186 

258 C Eng 221 

Furnished 

Furnished 

Furnished 

CHELSEA® 

t I = Intermittent Torque Only - De-Rate Torque Rating 30% for Continuous Duty. C = Continuous or Intermittent Torque - No need to De-Rate Torque Rating. 

IMPORTANT: Refer to the back of this transmission section and read all notes associated with this application page. 

Some notes may affect the proper PTO selection. 

WARNING: Any attempt to bypass transmission control may result in damage to Freedomline Transmissions. 

WARNING: 511 Rear Mount - The XV and XK PTO outputs will not work on this transmission. The XY PTO output may work depending on the transmission 
driveline size and flange type and the pump to be mounted to the PTO. A 523 is recommended because of its offset design. 

CAUTION: PTO installers must ensure that PTOs are integrated in a manner that permits proper transmission control of PTO engagement and disengagement. 

CAUTION: Application Approval Required for PTO Output Shaft Speeds Above 2500 RPM 
Torq Dir Engine % Adapter Torq Dir Engine % Adapter 

Filler Block Stud Kit PTO Model Filler Block Stud Kit PTO Model Rot Assy Rot AssyI / C † Fwd Rev I / C † Fwd Rev 



CHELSEA® MERITOR/ROCKWELL 

M0-15216A·A15 (Rear Mount PTO) 
M0-15216A-A16 (Rear Mount PTO) 
M0-13216A·A13 (Rear Mount PTO) 
M0-14216A-A14 (Rear Mount PTO) 
M0-1621BA-A16 (Rear Mount PTO) 
M0-13216A·A14 (Rear Mount PTO) 
M0-14216A·A 16 (Rear Mount PTO) 

REAR SIDE ONLY 

TRANSMISSION GEAR DATA: 
REAR 04-BOLT Opening Gear NON-STANDARD of Centerline 

PITCH LINE TO APERTURE FACE: 

511XRACW-*-* 

523XTACX-*-* 

523XVACX-*-* 

590 C Opp 111 

258 C Eng 153 

258 C Eng 182 

Furnished 

Furnished 

Furnished 

t I = Intermittent Torque Only - De-Rate Torque Rating 30% for Continuous Duty. C = Continuous or Intermittent Torque - No need to De-Rate Torque Rating. 

ZFM-7 

IMPORTANT: Refer to the back of this transmission section and read all notes associated with this application page. 

Some notes may affect the proper PTO selection. 

WARNING: Any attempt to bypass transmission control may result in damage to Freedomline Transmissions. 

WARNING: 511 Rear Mount- The XV and XK PTO outputs will not work on this transmission. The XY PTO output may work depending on the transmission 
driveline size and flange type and the pump to be mounted to the PTO. A 523 is recommended because of its offset design. 

CAUTION: PTO installers must ensure that PTOs are integrated in a manner that permits proper transmission control of PTO engagement and disengagement. 

CAUTION: Application Approval Required for PTO Output Shaft Speeds Above 2500 RPM 
Torq Dir Engine % Adapter Torq Dir Engine % Adapter 

Filler Block Stud Kit PTO Model Filler Block Stud Kit PTO Model Rot Assy Rot AssyI / C † Fwd Rev I / C † Fwd Rev 



Meritor/Rockwell Notes 

RKW-1 
1. The AK &XK output flanges can not be used with the "A" &"C" ratios on the 489 Series PTOs due to mounting stud interference. Use a RA 

or RB rotatable flange for the XK and the RA for the AK flange. 

2. Two Gear PTOs with Direct Mount Pumps may Not Clear the Transmission Bulge on the Right Side. Check for Clearance Before Mounting 
the PTO and Pump. 

3. The 422XBAH MUST be used with one of the Geared Adapters Listed on the Application Page. Direction of rotation shown is the final output 
shaft rotation w/ Geared Adapter. 

RKW-2 
1. The AK & XK output flanges can not be used with the "A" & "C" ratios on the 489 Series PTOs due to mounting stud interference. Use a RA 

or RB rotatable flange for the XK and the RA for the AK flange. 

2. Two Gear PTOs with Direct Mount Pumps may Not Clear the Transmission Bulge on the Right Side. Check for Clearance Before Mounting 
the PTO and Pump. 

3. The 422XBAH MUST be used with one of the Geared Adapters Listed on the Application Page. Direction of rotation shown is the final output 
shaft rotation w/ Geared Adapter. 

RKW-3 
1. Use constant mesh PTOs only on this application . 

2. The AK & XK output flanges can not be used with the "A" & "C" ratios on the 489 Series PTOs due to mounting stud interference. Use a RA 
or RB rotatable flange for the XK and the RA for the AK flange. 

3. Two gear PTOs with direct mount pumps may not clear the transmission bulge on the right side. Check for clearance before mounting the 
PTO and pump. 

4. The 422XBAH MUST be used with one of the Geared Adapters Listed on the Application Page. Direction of rotation shown is the final output 
shaft rotation w/ Geared Adapter. 

RKW-4 
1. The AK &XK output flanges can not be used with the "A" &"C" ratios on the 489 Series PTOs due to mounting stud interference. Use a RA 

or RB rotatable flange for the XK and the RA for the AK flange. 

2. The 422XBAH MUST be used with one of the Geared Adapters Listed on the Application Page. Direction of rotation shown is the final output 
shaft rotation w/ Geared Adapter. 

ZFM-5 
1. Freedomline Transmissions must control PTO engagement. The "F" shift option provides a ZF Meritor approved 12v / Air Shift Kit and wiring 

harness to connect to the transmission (ZMTEC) controller. 

2. Use installation kit 328388-82X (12v / Air w/ wiring harness) to connect a 523 Series, or contact ZF Meritor (800-535-5560) for other wiring 
considerations or ZMTEC software questions. 

3. 511/523 Rear Mounts - The Adapter Assembly 329755X is furnished with the PTO and does not need to be ordered separately. 

ZFM-6 
1. Freedomline Transmissions must control PTO engagement. The "F" shift option provides a ZF Meritor approved 12v / Air Shift Kit and wiring 

harness to connect to the transmission (ZMTEC) controller. 

2. Use installation kit 328388-82X (12v / Air w/ wiring harness) to connect a 523 Series, or contact ZF Meritor (800-535-5560) for other wiring 
considerations or ZMTEC software questions. 

3. 511 /523 Rear Mounts -The Adapter Assembly 329755X is furnished with the PTO and does not need to be ordered separately. 

ZFM-7 
1. Freedomline Transmissions must control PTO engagement. The "F" shift option provides a ZF Meritor approved 12v / Air Shift Kit and wiring 

harness to connect to the transmission (ZMTEC) controller. 

2. Use installation kit 328388-82X (12v / Air w/ wiring harness) to connect a 523 Series, or contact ZF Meritor (800-535-5560) for other wiring 
considerations or ZMTEC software questions. 

3. 511 /523 Rear Mounts-The Adapter Assembly 329755X is furnished with the PTO. It does not need to be ordered separately. 




